Elevate your lifestyle with
RETRACTABLE SCREENS & SHADES

There's no denying bi-folds and other large doors transform your
home. How else can you achieve such luxurious open plan living that
lets you connect seamlessly with the outdoors?

When planning a renovation or new build it's easy to be distracted
organizing your beautiful bi-folds or sliding doors — but what will you
do when you need a little privacy? How will you manage sun glare or
control insects?

Centor's award-winning S4 Screen & Shade System — with
retractable insect screens and shades — takes care of that for you.
Our unique products are built into the wall, meaning screens and
shades are there when needed and hidden when not.

Specifically designed for large doors, S4 can span
126" (3200mm) high and 354 13/16" (9013mm) wide'.
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Don't let busy curtains or screens spoil your view!

Traditional curtains crowd your doorway while pleated Screens & shades retract into the frame meaning they're
screens detract from your view outside. available when needed and hidden when not.

Retractable shades let you control sunlight, glare and Insect screens help you manage insects while allowing

privacy — with light-filtering and full blockout options. breezes into your home — reducing the need for cooling.

CONSIDERED DESIGN
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Finger-tip operation Versatile Made to order Reduce cooling needs
Engineered to glide Pairs with many door Custom-made to your Screens allow breezes
from any height and window types specific requirements while shades reduce heat
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Clear vistas Replaceable Custom colors Unobtrusive
Built in system keeps Shades can be replaced Choose from many options for Screens are there when

views uninterrupted should tastes change shades & frame colors needed & hidden when not
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...my screens and
shades move so
elegantly and make
entertaining
a breeze.

ENGINEERED LUXURY

e Fabrics are fully retained within the frame — with
no gaps — to allow total control of insects, sunlight
and privacy.

e Screen and shade fabrics are held securely in place
by top and bottom tabs, preventing screen blow-out
— evenin a breeze.

e Sill cover is quick and easy to remove to make
cleaning trouble free.

* The system can be fitted to the inside or the outside
of the opening.



FABRIC RANGE

Light-filtering and blockout shades

Luxury fabrics for shades are available in a range of colors
and textures. Suitable for blinds mounted on the inside.

Boston

Marshmallow Quartz

Monument - Charcoal

Tuscany

White Parchment : Eggsﬁell

Mercury

White Snow

Sun-filtering shades

Perfect for reducing glare, solar heat gain and fading.
Hard-wearing and easy to clean qualities it an be fitted
internally or externally.

Sun-filter
White Sand Light grey
Dark:grey:. Charcoal

CHOOSE FABRICS FOR YOUR NEEDS

X% Light-filtering
S~ Manages glare and provides privacy during
"» the day while still letting light through.

- Blockout
> Provides complete darkness. Perfect for
bedrooms and media rooms.

',Q'\_ Sun-filtering
Sse Reduces strong glare, solar heat gain and
fading. Hard wearing & easy to clean.

INSECT SCREENS

Standard and tight weave mesh

Insect mesh is available in two different weave styles to suit
varying environmental requirements.

Standard Tight
weave weave
Openness: 46% Openness: 37%

ALUMINUM FRAME

Aluminum frame S4 is constructed from durable aluminum.
The frame can be painted in one of our popular colors (centor.
com/us/screens) or customized to color match existing doors
and windows?®,

WOOD VENEER

S4 can also be specified with a real wood veneer
applied to a black painted frame.
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T Maximum measurements vary depending on your fabric selection as fabric widths are established by fabric thickness. Your consultant will be able to help
you select a fabric based on your specifications. Variations in fabric thickness may mean the maximum width can not be achieved. In these cases we offer an
alternative color or fabric type or an extended lead time to allow fabric to be resupplied from the mill. > Additional fee applies

centor

mail.us@centor.com
centor.com
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Centor Screening Systems Warranty

Centor North America Inc warrants that for a period of 5 years after
the invoice date, all Centor Screening Systems (which includes S1,
S2, S4 and S4 Corner) shall be free from material and manufacturing
defects. Proof of purchase will be required to validate details when
making a warranty claim.

What Is Not Covered By This Warranty
e Improper assembly or installation services provided by others.

e  Normal wear and tear including, but not limited to progressive
deterioration of finishes and materials due to exposure to sun, rain,
abrasion, heat and /or cold.

e  Damage to, or contamination of, screen cloth and framing materials
caused by rough handling, abrasion, cuts, penetration, hot surfaces
or aggressive cleaning agents.

e Damage to the operating mechanism caused by the presence
of dirt and debris from inadequate maintenance, inappropriate
operation or impact by people, animals or other objects.

e  Materials and quality of workmanship during on-site assembly
and installation;

>  Frame assembly
>  Frame installation
>  Cabling.

e Damage caused by other trades or people on the building site;

>  Fasteners (nails, screws etc.) penetrating and/or interfering
with screen material or operating mechanism

>  Floor channel filled with debris

>  Staining or scratching of visible surfaces.

>  Contamination by construction dust, debris etc.

e Damage or deterioration caused by wind or other
environmental impacts.

o Costs for labor, installation, removal or refinishing of the replacement
product or component, and incidental or consequential damages of
any kind other than as mandated by applicable state law.

e Wood materials that have not been appropriately finished to protect

it from the site conditions.

e \Wood laminated product used in exterior applications.

Centor North America Inc pretests function of the complete assembled
unit and supplies this product in a knocked down, prefabricated condition.

centor

Centor North America Inc does not perform final assembly and installation

into the building and takes no responsibility for either the quality or extent
of work carried out in the final assembly and installation process.

This warranty is offered to the customer who purchased the Centor
Screening System from Centor North America Inc and is extended to the
owner of the building at the time when the screen is first installed. This
warranty is not transferable unless state or provincial law precludes this,
in which case this warranty is valid for 5 years from original purchase
date. This offer of warranty is subject to product maintenance being
carried out in accordance with Centor’s published Screening System
Care and Maintenance Guide, given due regard to the service conditions

on-site.

The full extent of Centor North America Inc’s obligation under this warranty
is restricted to the supply of replacement components or refund of original
purchase price to be determined at the absolute discretion of Centor
North America Inc. This warranty does not include labor or other costs
associated with the removal or installation of replacement parts. Centor
reserves the right to inspect and test products to determine the validity of

any claim made under this warranty.
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Correct operation of the screen unit in its final location is dependent upon
the quality of final installation and appropriate product maintenance for the
site conditions (see maintenance recommendations). Centor is not privy to
site conditions, nor to conditions of intended product use and we make no
warrant of merchantability or fitness for a particular purpose to the original
purchaser nor any promise of operational performance.

Product maintenance is an important element affecting both appearance
and operational characteristics. Failure to carry out appropriate maintenance
measures may void this product warranty. For the maintenance procedures
please visit the website or contact Centor office.

Centor North America Inc.
t +1 630 957 1000
centor.com

Important Legal Information

This warranty sets forth our maximum liability for our products. We shall
not be liable for indirect, consequential, incidental or punitive damages of
any kind and any such claims are waived to the fullest extent permitted by
law. Your sole and exclusive remedy with respect to any and all losses or
damages from any cause whatsoever shall be as contained herein. We make
no other warranty or guarantee, either express or implied. We provide no
warranty of merchantability or fitness for a particular purpose to the original
purchaser or to any subsequent use of the product, or any other warrant
except as expressly contained herein. This warranty is not a promise of
future performance, but only a warranty to repair, replace or refund. In the
event that state law prevents exclusion or limitation of implied warranties,
the duration of any such warranty shall be subject to the same time-frame
and conditions as that provided in the express warranty stated herein.

centor
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Centor Screening Systems
Care and Maintenance Guide

Proper maintenance of your Centor Screening System will ensure that the
product you purchased continues to function smoothly for many years.

Operation

Screens and shades should be rolled away completely when not in use.
This will help protect the material from damage while will also assisting to
keep it clean.

Centor’s horizontal, retractable insect screen systems (S1, S2, S4 and S4
Corner) are designed to withstand reasonable wind gusts however in very
windy conditions the screen must be rolled away for safe storage. If it is
already very windy it may prove difficult to roll the screen away without the
mesh creasing. In this situation the doors should be closed before retracting
the screen as this will relieve the pressure on the mesh.

The shade fabric should only be used when the doors or windows are closed.
The fabric acts as a sail due to the tight weave and can cause serious damage
to the system’s mechanisms should it be caught in a gust of wind.

Cleaning

Some environments are more aggressive than others and it is necessary that
the homeowner assesses the level of care that is appropriate for the location.
Centor recommends the following basic maintenance practices.

Interior fabric (light-filtering and block-out fabrics)

Clean contaminants and marks from the fabric as soon as possible.
We recommend the use of cotton cloths, as synthetic cloths will
generate static charge in the fabric which can make the contaminants

adhere more aggressively.

A dry mark is best removed using a soft brush or cloth. Water can spread
the mark further into the material.

A wet mark can be removed with a soft, dry cloth. Dab it lightly, working from
the outside in. Next use a cloth dampened in water and a few drops of mild
detergent to dab the mark, repeating this step as required with a clean section
of cloth. Leave the fabric to dry before rolling the shade away.

Do not spray window cleaner on or near the mesh or shade fabric.

Last revised: 23 January 2020 9:56 AM | Revision 1
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Exterior fabric (screen mesh and sun-filter fabric)
The polyester/PVC screen mesh and fiberglass/PVC shade can be cleaned
with a soft brush or cloth when necessary.

For a more thorough clean, gently wipe down the mesh or shade with a soft
cloth dampened in water and a few drops of mild detergent. Alternately use
a vacuum cleaner with a soft brush head.

Frame

All Centor Screening Systems are made from painted or anodized, extruded
aluminum and can be cleaned with a soft cloth dampened in water and a few
drops of mild detergent.

Screening Systems with a layer of natural wood can be cleaned with either
a dry or lightly dampened cloth to avoid water staining the wood surface.

Bottom track

The bottom track of the screen can collect debris which, if not removed, can
affect the operation of the screen mechanism. If you live in an area that has
a lot of debris (i.e. beach-side) this must occur regularly.

For an S1 Screen, vacuuming the channel with a nozzle which can get

inside the channel is the best solution. To get to the very end of the sill, it

is necessary to pull the screen stile out from the jamb some distance and
carefully insert the nozzle between the screen mesh/blind material and the sill.

For an S2 System, the removable sill cover allows easy access to the channel
for vacuuming. Grasp the inside lip of the cover and tilt to remove, being
careful not to scratch the frame with the end of the cover. Vacuum the debris
then replace the cover.

Like S2, the S4 and S4 Corner Systems also have a removeabile sill cover.
Simply grasp the inside lip of the cover and remove, being careful not to
scratch the frame with the end of the cover, then vacuum the debris and
replace the cover.

Rectifying faults

The operating mechanism of Centor Screening Systems are not user
serviceable. If you have any concerns about the manner of operation,
contact Centor on +1 630-957-1000 for further advice.

Attempting to self diagnose the fault, beyond cleaning the bottom track,
is not recommended and may void the warranty.
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Centor North America Inc
966-130 Corporate Boulevard
Aurora, IL 60502

Toll free (inside US) 866-255-0008
t +1 630-957-1000

f +1 630-957-1001
mail.us@centor.com

centor.com



